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MICROSCAN

USB Virtual COM Port Driver
Installation Guide For Windows XP only

Important Notes:
« Installation of this USB Virtual COM Port driver should be completed before connecting a bar
code reader to your PC.

 These instructions support installation of the USB Virtual COM Port Driver on a computer
using Windows XP operating systems only. Verify the operating system on your personal
computer (PC) now before performing installation.

* It is recommended you close all other applications currently running on your PC before
performing installation steps for the USB Virtual COM Port driver.

Installing the Virtual COM Port Driver:

1. If the reader is currently connected to a USB port, then disconnect the
reader from the USB port now.

2. Save “Virtual_COM_XP.zip” file to some path on your PC.
3. Double-click or Open the zipped file saved on your PC.
4. Extract the contents of the zipped file to the desired path on your PC.

5. Verify extraction was successfully completed by opening the path to
where you extracted the files. Ensure the following files are listed:

. Bl Edit Wiew Favorites Tools  Help
G Back - ? ) ? 7~ Search Falders El-
- Address |[C3) CiDocuments and Settingsijgossity DocumentsiMicroscan| SCANMERSMS-CMS-0 Yirtual COM Driv a G0
| Mame Size  Type
File and Folder Tasks # ‘ﬂccserci.dll 120KE  Application Extension
,,.9 Make & new Folder ccsermu.inf Z2KBE Setup Information
: i COSEFTILLSYS 1 KE  Svystem file
@ tpﬁglﬁggh's el @ ~Becservp.inf ZKE Setup Information
h-? Share this Folder %setup.exe 124 KB Application
A= WP _WCPD _readme. pdf 377 KB Adobe Acrobat Dacument
Il Other Places ES . € >

6. Double-click on the ‘setup.exe’ file.

7. Virtual COM Port Setup progress bar window will appear indicating the
installation process has been initiated and showing progress until
completion.
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8. During installation, you will receive one or more “Unsigned Driver”
warning boxes. When prompted, click-on ‘Continue Anyway’ to
continue installation.

Software Installation

' "_., The software you are instaling has not pazeed Windows Logo
2 testing to verify itz compatibility with *Windows #P. [Tell me why
this testing is important. |

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
pazsed Windows Logo testing.

I Conbinue Anyway J ETUHnstallamnj

9. Once installation is complete, the following message will appear:

Virtual Com Port Setup El

[
1 ) The virtual com port device driver files were successtully installed on your computer!

10. Click ‘OK’.
11. Connect the reader to your PC, using a USB cable.

12. Scan ‘USB Virtual COM 1 Way Mode’ (M668_01) code below:
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M668 01
USB Virtual COM 1 Way Mode

13. A balloon notice “Found new hardware” should appear above the task
bar when the reader is connected to your PC in this mode. Wait a
minute and this notice will disappear.

1) Found New Hardware
Reader

14. Next, “Found New Hardware Wizard” dialog box will appear.
Found MNew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Wfindowes will zearch for curent and updated software by
lnnking on vaur computer. on Be hardware installation C0Car on
the "Windows Update Web site [with pour permiszion).

Bead our privacy polcy

Can *windows contect to Windows Lpdate to search far
zoftware?

() Yes, this time only

wye | connect a device

Click Mest to continus.

I Mest = J[ Cancel ]

15. Click-on ‘No, not this time’. And then click ‘Next’
16. Click-on ‘Install the software automatically (Recommended)'.
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Found New Hardware Wizard

Welcome to the Found New
Hardware Wiz ard

Thiz wizard helps vou install software far:

Reader

Z'\‘f\_i If your hardware came with an installation CD
or floppy disk, insert it now.

YWhat do pou wa

nztall the zoftware automatcally [Recommended

izt or specific location [Sdyv

Click. Mest o continue.

Hest ][ Cancel

17. Click ‘Next’

18. The wizard will then begin searching for new hardware connected to
your PC. Wait for the search to finish; the wizard will then begin to
install the necessary files.

Found New Hardware Wizard
Please wait while the wizard installs the software. . .

% Reader

-7 -

Sething a system restore point and backing up od files in
coac your satem noeds b be restared in the fure.
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Note: You may have one or more “Unsigned Driver” warning boxes appear,
click-on ‘Continue Anyway’ to continue installation setup.

19. Once the installation has completed, the ‘Completing the Found New
Hardware Wizard’ window will appear:

Found Heve Har dvware Yizand

Completing the Found New
Hardware Wizard

The wizard has frizhed instaling the sofkware for

Faader
s

Clizk Finish to closs the wizard.

20. Click ‘Finish’

21. Re-boot your computer.
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To View or Modify an assigned
Virtual COM Port Driver (optional)

1. Click the ‘Start’ button located on your Windows taskbar.

2. Right-click on ‘My Computer’ icon, select ‘Properties’

3. From the System Properties window, select the ‘Hardware’ tab.

System Properties

Drivers

System Restore
General Computer Name || Hardware -
Device Manager

The Device Manager lists all the
oh your computer, Use the Dey
properties of any device.

Driver Signing lete you make sure that installed
compatible with Windows. Windows Update lets vou set up
o Yl indows connects to windows Update for divers.

Automatic Updates Remote

Device Manaoer

drivers are

Diriver Signing ] ’ Windows Update

Hardware Profiles

Hardware profiles provide a way for you to set up and stare
different hardware configurations.

’ Hardware Profiles ]

[ 0K ][ Cancel ]

4. Under the ‘Device Manager’ section, Click ‘Device Manager...’

5. Scroll down to ‘Ports (COM & LPT)’, double-click on this selection or

click on the plus sign

-

to expand the list of ports.

Microscan Europe | Lemelerberg 17 | NL-2402 ZN Alphen aan den Rijn | The Netherlands | Tel: 31.172.423360 | Fax:

31.172.423366

Microscan Asia Pacific R.O. | 31 Kaki Bukit Road 3 #06-02 | TechLink, Singapore 417818 | Tel: 65.846.1214 | Fax: 65.846.4641




1201 SW 7" Street | Renton, Washington 98055 | Tel: 425.226.5700 | Fax: 425.226.8250
12/1/2006 XP_VCPD_readme pg. 7 of 8

6. Listed is ‘USB to Virtual COM Port’, next to it you will see the (COM n)
number it has been assigned. Make note of this COM port number.

= \
== Device Managen

File  Action  Wiew Help

S E 3

-_,k Corputer M
e Disk drives

Display adapters
Lokt HPZ 12
Lok4Prink HPZ12
Dakdlsh HPZ12
iz DVD/CD-ROM drives
= Floppy disk contrallers
7 Floppy disk. drives
- Human Interface Devices
=) [DE ATAJATAPL controllers
=4 [maging devices
e Leyboards
7y Mice and other pointing devices
@ Manitars
E& Metwork adapters
S Ports (COM B LPT)
¢ Bluetooth Communications Port (COM3)
ﬁy Communications Port (COM1 )
4 Printer Part (LPTL)
o USE to Virtual COM Port (COM4) v

-
¥
+
¥
¥
¥
+
¥

+ [+ [

7. To change the port number assigned, right click-on ‘USB to Virtual COM
Port’ and select ‘Properties’.

8. At the USB to Virtual COM Port Properties window, select the ‘Port
Settings’ tab.
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USB to Virtual COM Port (COM4) Properties 223!

General | Fort Settings Driver | Details

Bitz per second: |SBDD M
Data bits: |8 w
Parity: |Nons b

Stop bits: |1 v

Flaw control: | Mone ~

0K I [ Cancel

9. Click-on the ‘Advanced..’ button.

10. Within the “Advanced Settings for COMn” window, located at the
bottom is the ‘COM Port Number:’ field. Click on the drop down arrow
located in this field and select the COM port number you would like to
re-assign.

Advanced Settings for COM4 @E}

Use FIFO buffers (requires 16550 compatible UART)

Select lower settings to comect connection problems.
ancel
Select higher settings for faster petformance.
Defaults
Receive Buffer: Low [1) ) High(14 (14)
Transmit Buffer: Low (1) J High (18] (18]

COM Port Nmber: | COM4

11. Click ‘OK’ to save changes.
12. Click ‘OK’ again
13. At the Device Manager window, scroll down to ‘Ports (COM & LPT)’

and verify port ‘USB to Virtual COM Port’ lists the newly assigned COM
number.
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