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Important — Read Prior to Installation

Please read the information below before installing the LVS-95XX system.

The LVS-95XX system arrives to your site packaged in a specially designed shipping carton. DO NOT
discard this shipping carton in case you must ship or store the system for any reason. Failure to use this
carton when returning your product to Microscan will void warranty.

The LVS-95XX system supports Windows® 7 and Windows® XP Professional. The LVS-95XX system
does not support Windows® Vista.

All LVS-95XX systems must use the calibration card and installation flash drive issued with the system.
The LVS-95XX system, calibration card and installation flash drive use the same serial number and must
be used in conjunction with each other to obtain correct calibration results. Failure to use the calibration
card and installation flash drive issued with the system will result in incorrect calibration results.

If a USB device fails to load automatically, manually load the USB device using Device Manager.
Consult your Systems Administrator for assistance, if required.

If using an LVS-9510:

o Minute imperfections may be seen in the LVS-9510 glass. These imperfections are minor and
caused by the anti-reflective coating process. The imperfections will not affect the operation of the
LVS-9510.

o Treat the LVS-9510 as laboratory equipment, meaning that extreme care and delicacy should be
used when servicing the equipment.

o Routine cleaning of the viewing window is recommended weekly to maintain optimum performance.
To maintain a clean and clear appearance, use a soft, lint-free, non-abrasive towel or cloth and
clean only the outside of the viewing window. Use a commercially available household glass cleaner,
such as Windex®, Glassex®, VISS®, and Mr. Muscle®. Do not use an industrial-strength glass
cleaner. Do not clean the inside of the viewing window due to an anti-reflective coating.

o If you have any questions or concerns about the performance of this equipment, please call your
local Microscan distributor or Microscan technical support at +1.425.203.4841 or +1.800.762.1149.
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System Manuals

All LVS-95XX system manuals are stored in the following locations:

Installation flash
drive

Each system purchase is supplied with an installation flash drive containing
installation software and system manuals.

Host Computer

After successful installation of the LVS-95XX software, the system manuals are
located at the paths below:

Windows® 7 (64-bit): C:\Program Files (x86)\19500\Manuals

Windows® 7 (32-bit): C:\Program Files\I9500\Manuals

Windows® XP: C:\Program Files\I9500\Manuals

Computer Desktop

After installing the LVS-95XX software, a “Manuals” icon is saved to the
computer’s desktop. Double-click the “Manuals” desktop icon to access the
system manuals.

System manuals are located on the installation flash drive. When inserting the installation flash drive with
Autorun activated, screens automatically appear prompting you to install the LVS-95XX software. If you
would like to view or print the manuals located on the installation flash drive prior to installing the L VS-
95XX software, follow the steps below.

IMPORTANT: The steps below vary based on Windows® XP or Windows® 7 operating
systems. Follow the instructions below based on which operating system resides on the
computer running the LVS-95XX software.

Windows® XP Operating Instructions

1. Press and hold down the SHIFT key for 30 seconds while at the same time inserting the installation
flash drive into the USB drive; this prevents the system from automatically launching the LVS-95XX
installation files.

WARNING: You must hold down the SHIFT key for 30 seconds. Releasing the SHIFT key
prior to 30 seconds will initiate the software installation process. If this occurs, eject and then
re-insert the installation flash drive and follow step 1 again.

2. After 30 seconds, release the SHIFT key.
3. Open Windows Explorer and navigate to the flash drive drive containing the LVS-95XX flash drive

(usually D\).

4. Double-click on the “Manuals.bat” file.

File Edit ‘iew Fawvorites Tools Help
Q Back - =7 I ? ‘ P Search - Folders Ev
Address I__é' o
Folders % | _Mame | size | Type
(& Deskiop .| Files Currently on the CD
I~ = P
+ [} My Documents ITE o Folder
j Ty k
,;:; LompILI;.eL(c ) | 0therSetup File Folder
ocal Disk, {C: =
Bl b May 03 2013 (D:) % Aukgryn inf LKE  Setup Informatian
d LYs ' CE1Manuals. bat LKE M3-DOS Bakch File
I OtherSetup B3 Setupexe 183 KB Application
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5. A window opens containing the manuals located on the installation flash drive.

=10l x|
File Edit ‘iew Favorites Tools Help | ;','
J Back - d - ? /.. ) search Folders | E -
Address I.,j [:iLYSiprogram filesi195004Manuals j Go
[{a — | Size: | Type |
iles Currently on the CD
File and Folder Tasks ®
§ ??Appendix A - Matrix Code Parameters - INTEGRA 955 - M-95%%-0-4,pdf | 1,412 KB Adobe Acrobat Do,
B Make anew folder = appendix B - Understanding the Standards - INTEGRA 95X - M-95)%-0-B.pdF 176 KB Adabe Acrabat Doc. ..
] C\j‘:gs'“ this folder to the = appendix C - Data Backup - INTEGRA 955 - M-952%-0-C. pdf 92KB  Adobe Acrobat Doc...
t:’, Share this Folder E appendix D - Unique Ikem Identification - INTEGRA 955X - M-95%%-0-0, pdf 252 KB adobe Acrobat Doc...
- Appendix E - Layman's Guide - INTEGRA 9555 - M-95%X-0-E, pdf 607 KB  adobe Acrobat Doc...
2 appendix F - Data Sharing - INTEGRA 95%% - M-953%-0-F, pdf 174 kB Adobe Acrobat Doc...
Other Places ES -i appendix G - 5pecial Features - INTEGRA 95x% - M-95%-3.0,X-F-1.pdf 2,134 KB Adobe Acrobat Doc...
) 19500 z Appendiz H - Mon Exclusive License Agreement - INTEGRA 958X - M-95%%-0-H, pdf 215KE Adobe Acrobat Daoc...
.D My Documents i Appendix 1 - Fackory Calibration Mot Found - INTEGRA 95 - M-95%%-0-1. pdf B33 KE Adobe Acrobat Daoc...
> Appendix K - Light Tray Replacement Instructions - INTEGRA 95X - M-95:8-0-K,pdf 13,047 KB Adobe Acrobat Doc...
83 My Network Places T Appendix L - Data Matrix Calbrated Confarmance Standard Test Card - INTEGRA 95X - M-95,., 216 KB Adobe Acrobat Doc..,
2 INTEGRA 951X Series Barcode Quality Station Operations Manual - English M-95%%-3,0.8-0-En. .. 6,109 KB  Adobe Acrobat Doc...
Details v ‘L INTEGRA 951X Series Barcode Quality Station Operations Manual - French M-95%%-3,0,8-0-Fr.... 6,373 KB Adobe Acrobat Doc...
T INTEGRA 952 Series Barcode Quality Station Operations Manual - German M-951%-3.0,8-0-G. ., 7,245 KB Adobe Acrobat Doc,.,
T INTEGRA 952 Series Barcode Quality Station Operations Manual - Italian M-95%%-3.0,8-0-1t pdf 7,341 KB Adobe Acrobat Doc...
T INTEGRA 952 Series Barcode Quality Station Operations Manual - Spanish M-951%-3.0,8-0-5... 7,360 KB  Adobe Acrobat Doc...
T INTEGRA 952 Series Software Installation Guide M-95x3-3.0.8-3-0,pdf 1,723KB  Adobe Acrobat Doc...
T INTEGRA 9570 Operating Instructions - English M-9570-3.0.8-2-0-En pdf 3,336 KB  Adobe Acrobat Doc...
* INTEGRA 9570 Operating Instructions - German M-9570-3.0,8-2-0-Ge, pdf 3,445 KB Adobe Acrobat Doc...
< |
19 objects v
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Windows® 7 Operating Instructions

1.

Insert the installation flash drive into the USB port. The following window appears.

wrs AutoPlay = P

4 DVD RW Drive (D:) 3.0.9Betal5s

[] Always do this for software and games:

Install or run program from your media

& % Run setup.exe
&3 Publisher not specified

General options

Import pictures and videos
using Drophox

b

¢ Open folder to view files
\Llsm}‘findcw\-s Explorer

View more AutoPlay options in Control Pane

2. Click “Open folder to view files.”
3. A window opens containing the manuals located on the installation flash drive.

¥5',program files\ 19501 =lolx]|
File Edit View Favorites Tools Help | :,'
J Back - \J - 1.? | /.. ) search Folders E -
Address Iuﬂ DeALYSiprogran FilesiI95000Manuals j Go
Size | Type |
Files Currently on the CD
File and Folder Tasks S
» iappendix A - Matrix Code Parameters - INTEGRA 9533 - M-955%-0-4,pdf | 1,412 KB Adobe Acrobat Doc..,
£ Make anew folder = Appendix B - Understanding the Standards - INTEGRA 952X - M-35%¢-0-B. pd 176 KB Adobe Acrobat Doc...
-] 5\5‘:"5" this folder to the = appendix C - Data Backup - INTEGRA 55X - M-85%-0-C. pdf 392KB  Adobe Acrobat Doc...
7 share this folder ) appendix D - Unique Them Identification - INTEGRA 95X - M-95%%-0-D,pdf 252 KB Adobe Acrobat Doc,.,
? Appendix E - Lavman's Guide - INTEGRA 9555 - M-95%%-0-E,pdf 607 KB Adobe Acrobat Dac..,
? Appendix F - Data Sharing - INTEGRA 95X - M-95x%-0-F, pdf 174 KE  Adobe Acrobat Doc...
other Places 3 -i Appendix G - Special Features - INTEGRA 95%% - M-95%%-3.0,%-F-1.pdf 2,134 KB Adobe Acrobat Doc...
) 19500 E Appendix H - Non Exclusive License Agreement - INTEGRA 95%% - M-95%%-0-H, pdf 215KE Adobe Acrobat Dac..,
B My Documents : Appendix 1 - Fackory Calibration Mot Found - INTEGRA 95x% - M-95%%-0-1,pdf 693 KB  Adobe Acrobat Dac..,
- Appendix K - Light Tray Replacement Instructions - INTEGRA 952 - M-95:%-0-K pdf 13,047 KB Adobe Acrobat Dac..,
8 My Network Places == appendix L - Data Matrix Calbrated Conformance Standard Test Card - INTEGRA 95 - M-95..., 216 KB Adobe Acrobat Doc...
? TMTEGRA 95%% Series Barcode Quality Station Operations Manual - English M-95%%-3.0.8-0-En. .. 6,109 KB Adobe Acrobat Doc...
Details v -i IMTEGRA 95%% Series Barcode Quality Station Operations Manual - French M-95%%-3.0.8-0-Fr.... 6,373 KB Adobe Acrobat Doc...
? IMTEGRA 95%% Series Barcode Quality Station Operations Manual - German M-95X%-3.0.8-0-G... 7,245 KB Adobe Acrobat Doc...
? IMTEGRA 95%% Series Barcode Quality Station Operations Manual - Ttalian M-95%%-3.0.8-0-Tt. pdf 7,341 KB Adobe Acrobat Doc...
? INTEGRA 95%% Series Barcode Quality Station Operations Manual - Spanish M-95X%-3.0.6-0-5... 7,360 KB Adobe Acrobat Doc...
? IMTEGRA 95%% Series Software Installation Guide M-95%%-3.0.8-3-0.pdf 1,723 KB Adobe Acrobat Doc...
? IMTEGRA 9570 Operating Instructions - English M-8570-3.0.8-2-0-En.pdf 3,338 KB Adobe Acrobat Doc...
TEGRA 9570 Operating Instructions - German M-9570-3.0,8-2-0-Ge.pdf 3,448 KB  Adobe Acrobat Doc...
4| | |
19 objects v
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Safety Instructions

The LVS-95XX system has been carefully designed to provide years of safe, reliable performance.
However, as with all electrical equipment, there are some basic precautions you should follow to avoid
personal injury or damage to the system:

Before using the system, carefully read all the installation and operating instructions.
Observe all warning instruction labels on the system.

Never insert anything into the openings of the system.

Do not use the system near water or spill liquid into it.

All components used to create your system are UL and CE approved. All circuits were designed to
incorporate maximum safety. However, any equipment using electrical voltages may cause personal
injury if improperly handled.

Do not attempt to work on the system with the main power lines connected.

Ensure that the AC power source matches the ratings listed for the system. If unsure, check with your
dealer or local utility provider.

Do not place the AC power cord where it can be stepped on. If the AC power cord becomes damaged or
frayed, replace it immediately.

Avoid looking directly into any system lights. If you need to examine the lights, or look at any component
near the lights, be sure to first turn off the lights. If the lights cannot be turned off, then wear polarized/UV
blocking sunglasses while examining the lights.

To avoid damaging the system, turn off and unplug the system before cleaning.
If the system ever needs repair, consult Microscan or your Microscan Distributor.
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Installation Checklist

Please ensure you have the required items listed below before installing the LVS-95XX system. Contact your
Microscan sales representative if any items are missing.

e LVS-95XX system

e USB cable

e EAN/UPC NIST traceable Calibrated Conformance Standard Test Card used for calibrating the LVS-
95XX system

e Installation flash drive (includes LVS-95XX software and “LVS-95XX Series Barcode Quality Station
Operations Manual”

o “LVS-95XX Series Software Installation Guide” (this document)

e Flash Drive (for LVS-9570 systems only). Contains “LVS-9570 Operating Instructions” and
demonstration video

IMPORTANT: All LVS-95XX systems must use the calibration card and installation flash
drive issued with the system. The LVS-95XX system, calibration card and installation flash
drive use the same serial number and must be used in conjunction with each other to obtain
correct calibration results. Failure to use the calibration card and installation flash drive
issued with the system will result in incorrect calibration results.

Installation Steps — Read Prior to Installation

This section documents the software installation steps for Windows® XP and Windows® 7; thus, you must
know which operating system resides on the computer running the LVS-95XX software.

The LVS-95XX software supports Windows® XP and Windows® 7 (32-bit and 64-bit) operating systems.
Windows® Vista is not supported.

Before installing the LVS-95XX software, ensure that no USB cables are plugged into the LVS-95XX USB
ports. You are directed at a particular step in this guide when to plug in the USB cable.
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Windows® XP Installation Steps

Follow the steps below to install the LVS-95XX software on a Windows® XP operating system.

1. Insert the Installation flash drive into the computer’s flash drive drive; the following screen appears.

If Adobe Reader is already installed in the following folder, then the remaining Adobe Reader Setup
screens will not appear: C:\Program Files\Adobe\Reader 9.0

" Adobe Reader 9.3 - Setup

.

Please wait while the Adobe Reader 9.3 Setup is being processed. This will take some time
depending on vour operating system and hardware,

Processing Adobe Reader 9.3... 9.1 %

AN A=y iy g §
powered by nositd com

2. When the following screen appears, click “Next” to install Adobe Reader to the designated folder, or
click “Change Destination Folder” to install to a different folder.

i Adobe Reader 9.3 - Setup

e

Destination Folder
Click Mext ta install ko this Folder, or dick Change to install to a different Folder.

G Install Adobe Reader 9.3 ko:
C:Y\Program Files\adobe\Reader 9,04

WARMNIMNG: This program is protected by copyright law and inkernational treaties,

Change Destination Folder. .. Cancel

LVS-95XX Series Software Installation Guide Page 10 of 46



LVS-95XX Series Software Installation Guide

3. Click “Install” to begin installation.

i Adobe Reader 9.3 - Setup

e

Ready to Install the Program

Click Install to beqgin the installation.

IF wou want ko review or change any of vour installation Folder, click Back, Click Cancel to exit
setup,

/‘\
[ < Back (_“ Install } Cancel ]
\ e

4. The following screen appears when Adobe Reader successfully installs. Click “Finish.”

i Adobe Reader 9.3 - Sefup

e

Setup Completed

Setup has successfully installed Adobe Reader 9.3, Click Finish to exit setup.

Q Finish |

S~
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5. The “Microsoft Visual C++ 2010 x86 Redistributable Setup” screen appears. Select the checkbox
entitled “| have read and accept the license terms” and then click “Install.”

“ Microsoft Visual C++ 2010 xB6 Redistributable Setup (=)
Welcome to Microsoft Yisual C++ 2010 x86 Redistributable Setup
Please, accept the license terms to continue, w

WICROSOFT SOFTWARE LICENSE TERMS

WICROSOFT YISUAL C++ 2010 RUNTIME LIBRARIES ™

e ———
[«]1 have read and accept the IW ﬂ ﬂ

[J¥es, send infarmation about my setup experiences ta Microsaft Corparation,

For more information, read the Data Collection Policy.,

P
< Inskall ) Cancel

6. The following screen appears indicating that the Microsoft Visual C++ 2010 x86 Redistributable is
installing.

“* Microsoft Visual C++ 2010 x86 Redistributable Setup =)

Installation Progress
Please, wait while the Microsoft Wisual C++ 2010 %86 Redistributable is being Lﬂ
installed,

File security werification:

All Files were verified successfully,

Installation progress:

Installing Microsoft Yisual C++ 2010 Redistributabla
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7. When installation is complete, the following screen appears. Click “Finish.”

% Microsoft Visual C++ 2010 x86 Redistributable Setup E]

Installation Is Complete

L |
Mimm.\,a Microsoft Wisual C++ 2010 x86 Redistributable has been

Visual Studio ™"*

*ou can check for more recent versions of this package on
thi [ wehsite,

Finish
Cee )

8. The “Welcome to the Device Driver Installation Wizard” appears indicating software drivers will
install. Click “Next.”

Device Driver Installation Wizard

Welcome to the Device Driver
é Installation Wizard!

N

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next

Cancel
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9. The following screen appears indicating drivers are installing.

The dnvers are now installing. .. %

F |

ot et
e e

Plaase wait whils the divvers install. Thiz may take some tine o complete

10. The “Completing the Device Driver Installation Wizard” appears. Click “Finish.”

Device Driver Installation Wizard

Completing the Device Driver
% Installation Wizard

~3

The drivers were successfully installed on this computer.

You can now connect your device to this computer. if your device
came with instructions, please read them first

Driver Name Status
~ Atmel Comoration (libusb... Readyto use

Cancel
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11. The “Welcome to the Device Driver Installation Wizard” appears indicating software drivers will
install. Click “Next.”

Device Driver Installation Wizard

hi\ Welcome to the Device Driver

S

Installation Wizard!

This wizard helps you install the software drivers that some
computers devices need in order to work

To continue, click Next.

Cancel

12. The following screen appears indicating drivers are installing.

The divers are now installing. .. %

]
- -

Please wait while the dirvers install Thiz may take some line o complete:
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13. The “Completing the Device Driver Installation Wizard” appears indicating the drivers successfully
installed. Click “Finish.”

Device Driver Installation Wizard

Completing the Device Driver
Installation Wizard

=

The drivers were successfully installed on this computer

You can now connect your device to this computer. If your device
came with instructions, please read them first

Driver Name Status

\/ FTDI CDM Driver Packa... Readyto use
N/ FTDI CDM Driver Packa... Ready to use

Cancel

14. The “Welcome to the Device Driver Installation Wizard” appears indicating software drivers will
install. Click “Next.”

Device Driver Installation Wizard

Welcome to the Device Driver
é\ Installation Wizard!

3

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next.

Cancel
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15. The following screen appears indicating drivers are installing.

The dnvers are now installing. ..

nad -,

Pleases wait whibs the dinvers install. This may take some tine to complete.

16. When the following message appears, click “Continue Anyway.” The message re-appears; click
“Continue Anyway” again.

Software Installation

| "-., The zoftwara wou are instaling has not pazsad Windows Logo
2 tesling lo vesily its compatibiity with Windows <P, [Tel me why

this testing is mportant. )

Continuing your installation of this software may wmpain
or destabihze the comect operation of your system
either immediately or im the fubure. Miciozsoft sirongly
recommends that you stop this installation now and
contact the software vendor for sofbware that has
pazzed Windows Logo testing.

m 5TOP Instalation |
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17. The following screen appears indicating the Lumenera camera drivers successfully installed. Click
“Finish.”

Device Driver Installation Wizard

e Completing the Device Driver
& Installation Wizard

0%

The drivers were successfully installed on this computer

You can now connect your device to this computer. f your device
came with instructions, please read them first

Driver Name Status

v Lumenera (uldr092) Ima... Readyto use
v/ Lumenera (vidrd5) Imag... Readyto use

Cancel

18. The “Welcome to the Device Driver Installation Wizard” appears indicating software drivers will
install. Click “Next.”

Device Driver Installation Wizard

Welcome to the Device Driver

l:;& Installation Wizard!

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next.

Cancel
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19. The following screen appears indicating drivers are installing.

The dnvers are now installing. ..

nad -,

Pleases wait whibs the dinvers install. This may take some tine to complete.

20. When the following message appears, click “Continue Anyway.”

Software Installation

L "-., The softwara you ara instaling has not pazsad Windows Logo
= Restireg 1o vedify itz compatiblity with \Windows =P, [Tl me why
thes testing i mportant)

Continuing your installation of thiz software may impain
or destabihize the conect operabion of your system
either immediately or im the fubure. Miciosoft strongly
recommends that you stop this installation now and
contact the software vendor for sofbware that has
pazzed Windows Logo testing.

m STOP Instalation |

v
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21. The “Completing the Device Driver Installation Wizard” appears indicating the Imaging Source driver
successfully installed. Click “Finish.”

Device Driver Installation Wizard

Completing the Device Driver
Installation Wizard

The drivers were successfully installed on this computer

You can now connect your device to this computer. If your device
came with instructions, please read them first

Driver Name Status

\ The Imaging Source Eur... Readyto use

Cancel

22. The “Ready to Install” screen appears indicating the Filter Package will install on your computer.
Click “Install.”

5 Setup - Filter Package -

Ready to Install
Setup is now ready to begin installing Filter Package on your computer.

Click Install to continue with the installation.

Install Cancel
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23. The “LVS-95XX Static Verifier — InstallShield Wizard” screen appears which allows you to modify,
repair, or remove the LVS-95XX Static Verifier. Click “Next.”

%

LVS 95XX Static Verifier - InstallShield Wizard H

Welcome to the InstallShield Wizard for LVS
95XX Static Verifier

The InstallShield(R) Wizard will allow you to modify, repair, or
remove LVS 95XX Static Verifier. To continue, dick Next.

24. The wizard is ready to begin installation. Click “Install.”

i

LVS 95XX Static Verifier - InstallShield Wizard n

Ready to Repair the Program

The wizard is ready to begin installation.

the wizard.

Current Settings:

If you want to review or change any of your installation settings, click Back. Click Cancel to exit

Setup Type:

Destination Folder:
C:\Program Files (x86)\LVS-95XX\

User Information:
Name: Windows User

Company:
InstallShield
7~ N
5 §
< Back Install ) Cancel
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25. The following screen appears indicating the LVS-95XX Static Verifier is installing.
i LVS 95XX Static Verifier - InstallShield Wizard — =

Installing LVS 95XX Static Verifier

The program features you selected are being installed.

Please wait while the InstallShield Wizard installs LVS 95XX Static Verifier. This
may take several minutes.

Status:

Copying new files

InstallShield

26. The following screen appears when installation of the LVS-95XX Static Verifier is complete. Click
“Finish.”

T LVS 95XX Static Verifier - InstallShield Wizard “

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed LVS 95XX Static
Verifier. Click Finish to exit the wizard.
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27. When the following message appears, click “OK.”
Click Ok, Then Connect New Cameras

. . Software and driver installation is now complete. Click [OK] to
acknowledge this message first, and then connect any new cameras,

C_ > D

28. Using the supplied USB cable, insert one end of the USB cable into the computer’s USB port; insert
the other end of the USB cable into the USB port on the LVS-95XX verifier.

IMPORTANT: The LVS-9570 must connect to a dedicated USB port on the computer; the
LVS-9570 cannot connect to an external USB Hub unless the Hub is externally powered.
Failure to comply with these rules results in abnormal contrast readings.

Tip: A green light on the back of the LVS-9570 turns on after the LVS-95XX software is
installed.

IMPORTANT: Steps 29 through 34 may appear in any order.

29. The “Welcome to the Found New Hardware Wizard” appears indicating the USB dongle software will
install. Make sure the option “Install the software automatically (Recommended)” is selected, and
then click “Next.”

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helps pou install zafbware far

USE Dongle - Software Protection Jevice

\'j If your hardware came with an installation CD
=2 or Hloppy disk, insert it now.

What do you want the wizard to do?

stall the software automatically (R ecommended)
il

nstall from a list or zpecific locaion [Advanced)

Click Mest to continue.

Mest » Cancel
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30. The following screen appears indicating to wait while the wizard searches for the USB dongle
software protection device.

Found Mew Hardware Wizard

Please wait while the wizard searches. ..

_\> 15B Dongle - Software Protection Device

o

31. The following screen appears indicating the USB dongle software successfully installed. Click
“Finish.”

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finizhed instaling the software far:

_\> I15B Dongle - Software Protection Device

Click Finish to cloze the wizard.

A frisn_D
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32. The “Welcome to the Found New Hardware Wizard” appears indicating software will install for the
system’s camera. Ensure “Install the software automatically (Recommended)” is selected, and then

click “Next.”

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard hepz you inztall zoftware for:

@U nconfigured Device —

{ '\‘I If your hardware came with an installati

This image shows
software is installing
for a Lumenera
camera, but your
screen may differ
depending on the
type of camera
being installed.

QE;;J or floppy dizk. insert it now.

YWhhat do you want the wizard to do’?

nstall the zoftware automatically [Fecommended]
() Install From a list or specific location [ddvanced)

Click Mest ta continue.

P ——

( Mt » > Cancel

33. When the following message appears, click “Continue Anyway.”

Hardware Installation

being installed.

] 'I_., The zoftware you are installng for this har]  This image shows software is
[ installing for a Lumenera camera,

@ra Unconfigured Device_> <+ but your screen may differ
depending on the type of camera

has not pazzed Windows Logo testing to
with ‘Windows =P, [Tel me mhy this testing iz important. )

or destabilize the correct operation of your zpstem

contact the hardware yendor for software that has
pazzed Windows Logo testing.

Continuing your inztallation of thiz software may impair

either immediately or in the future. Microsoft strongly
recommends that you stop this inztallation now and

/_\
Q Coninue .l'-‘-.nywaj,lj)[ STOFR Inztallation
—
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34. The “Completing the Found New Hardware Wizard” appears indicating the software is installed for
the system’s camera. Click “Finish.”

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finizhed instaling the saftware far;

<= Lum=znera Unconfigured Device

Click Finish ta zloze the wizard.

AFinish_D

35. If a Lumenera camera is being installed, the above steps will appear twice. Always click the screen
defaults.

36. Remove the Installation flash drive from the USB port.

37. Restart the computer.

38. The “Welcome” screen automatically appears if the software loaded correctly.

If the software did not load correctly, contact your Microscan Distributor or Microscan technical support
at +425-203-4841 or e-mail helpdesk@microscan.com.

Bl [ B Nt i AR F=ur=}

‘Widczr B (ST o AT D SRP e il Fa (Tt

F reguanty &abesd
Lemaronm (F AL

MICROSCAN

LVS-95xx
ISOAEC Siatic Vernficalion System

Copyright fo) 2003-2018, Microszan Syseems, Ino

e ¥
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39. Click the “Setup” tab. The “Login” box appears. Enter “admin” (not case sensitive) in the “Operator
ID” field and “admin” (not case sensitive) in the “Password” field, and then click “OK.”

Welcome CalibrationT Grading T Zoom TSRPViewI Structure T Archive

3 Login

Operator ID: |

Password: |

Reference: |
{optional)

40. Within the “Camera” section, select the desired camera. Your options may look differently depending
on which cameras are being utilized.

Welcome | Setup l

Camera
« Off

c #1 (1.3MP)
- 9570

41. Installation is complete. The system you are using must now be calibrated. Read the information
below for next steps.

e LVS-9570 Systems: Calibration steps are outlined in the following guides:

o “LVS-9570 Operating Instructions” guide (see “LVS-95XX Software Steps” section).
This manual is located on the Installation flash drive and on the flash drive supplied
with your LVS-9570 system.

o “LVS-95XX Series Barcode Quality Station Operations Manual” (see “Calibration
Tab” section). This manual is located on the Installation flash drive supplied with
your system.

e LVS-9580 Systems: Calibration steps are outlined in the following guides:
o “LVS-9580 Operating Instructions” guide (see “LVS-95XX Software Steps” section).

This manual is located on the Installation flash drive supplied with your LVS-9580
system.

o “LVS-95XX Series Barcode Quality Station Operations Manual” (see “Calibration
Tab” section). This manual is located on the Installation flash drive supplied with
your system.

e LVS-9510 Systems: Calibration steps are outlined in the “LVS-95XX Series Barcode Quality
Station Operations Manual” (see “Calibration Tab” section). This manual is located on the
Installation flash drive supplied with your system.
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Windows® 7 Installation Steps
Follow the steps below to install the LVS-95XX software on a Windows® 7 operating system.

1. Insert the Installation flash drive into the computer’s USB port. The following screen appears. Click “Run

setup.exe.”
! - AutoPlay

£4DVD Drive (D:)
=

[] Always do this for software and games:

Install or run program from your media

© ™ Run setup.exe
=g Publisher not specfisa

General opticns

Open folder to view files
l using Windows Explorer

YView more AutoPlay options in Control Panel

2. Select “Yes” when asked, “Do you want to allow the following program from an unknown publisher to
make changes to this computer?”

3. The following screen appears indicating Adobe Reader 9.3 is processing.

IMPORTANT: If Adobe Reader is already installed in the following folder, then the remaining
Adobe Reader Setup screens will not appear: C:\Program Files\Adobe\Reader 9.0

" Adobe Reader 9.3 - Setup

i

Please wait while the Adobe Reader 9.3 Setup is being processed. This will take some time
depending on vour operating system and hardware,

Processing Adobe Reader 3.3... 9.1 %

AN ==y
powered by nositd. com
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4. When the following screen appears, click “Next” to install Adobe Reader to the designated folder, or
click “Change Destination Folder” to install to a different folder.

i Adobe Reader 9.3 - Setup

i

Destination Folder
Click Mext toinstall ko this Folder, or dlick Change toinstall toa different Folder,

@ Install Adobe Reader 9.3 to:
C:\Program FilestadobelReader 9,00

\WARMING: This program is pratected by copyright law and irkernational treaties.

[ Change Destination Folder. .. Cancel ]

5. Click “Install” to begin installation.

i Adobe Reader 9.3 - Setup

i

Ready to Install the Program

Click Install ko begin the installation.

If wou want to review or change any of wour installation Folder, click Back., Click Cancel o exit
setup.,

—_
< Back ] Install [ Cancel
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6. The following screen appears when Adobe Reader successfully installs. Click “Finish.”

i Adobe Reader 9.3 - Setup

.

Setup Completed

Setup has successfully installed Adobe Reader 9.3,

Click Finish ko exit setup,

7. The “Microsoft Visual C++ 2010 x86 Redistributable Setup” screen appears. Select the checkbox
entitled “I have read and accept the license terms” and then click “Install.”

. Microsoft Visual C++ 2010 x86 Redistributable Setup

BE X

Please, accept the license terms to continue.,

Welcome to Microsoft Yisual C++ 2010 x86 Redistributable Setup

o

WICROSOFT SOFTWARE LICENSE TERMS

WICROSOFT YISUAL C++ 2010 RUNTIME LIBRARIES

[w]i hawe read and accept the Iice@

[J¥es, send infarmation about my setup experiences ta Microsaft Corparation,

For more information, read the Data Collection Policy,

2
R
1]

Zancel

Inskall
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8. The following screen appears indicating Microsoft Visual C++ 2010 x86 Redistributable is installing.

“ Microsoft Visual C++ 2010 xB6 Redistributable Setup M=) =<

Installation Progress
Please, wait while the Microsoft Visual C4+4 2010 x86 Redistributable is being w
installed.

File security verification:

All files were verified successfully,

Inskallakion progress:

Inskalling Microsoft Wisual C++ 2010 Redistributable

Cancel

9. When installation is complete, the following screen appears. Click “Finish.”

“ Microsoft Visual C++ 2010 xB6 Redistributable Setup M=

Installation Is Complete

Microsoft* Microsoft Visual C++ 2010 x86 Redistributable has been

Visual Studio ==

You can check for more recent versions of this package on

the [Microsaft Visual Studici website,

=
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10. When the following message appears, click “Install this driver software anyway.”

@ Windows can't verify the publisher of this driver software

= Don't install this driver software

You should check your manufacturer's website for updated driver software
for your device,

| Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc, Unsigned software from other sources may harm your computer or steal
information.

(v See details

11. The “Welcome to the Device Driver Installation Wizard” appears indicating software drivers will
install. Click “Next.”

Device Driver Installation Wizard

Welcome to the Device Driver
Installation Wizard!

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next.
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12. When the following message appears, click “Install this driver software anyway.”

@J Windows can't verify the publisher of this driver software

< Don'tinstall this driver software

You should check your manufacturer's website for updated driver software
for your device,

\
< Install this driver software anyway

Only install driver software obtained from your manufacturer's website or

disc. Unsigned software from other socurces may harm your computer or steal
informaticn.
J

(v) See details

13. The following screen appears indicating drivers are installing.

The divers are now installing. ..

L= -/

Plaase wait while the divers install Thiz may take some tine o complete

LVS-95XX Series Software Installation Guide Page 33 of 46



LVS-95XX Series Software Installation Guide

14. When the following message appears, click “Install this driver software anyway.”

@ Windows can't verify the publisher of this driver software

< Don'tinstall this driver software

You should check your manufacturer's website for updated driver software
for your device,

< Install this driver software anyway

Only install driver software obtained from your manufacturer's website or

disc. Unsigned software from other socurces may harm your computer or steal
informaticn.

v

(v See details

15. The “Completing the Device Driver Installation Wizard” appears indicating the drivers successfully
installed. Click “Finish.”

Device Driver Installation Wizard

Completing the Device Driver
é\ Installation Wizard

3§

The drivers were successfully installed on this computer.

You can now connect your device to this computer. if your device
came with instructions, please read them first.

Driver Name Status
\/ Atmel Comoration {ibusb... Readyto use
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16. The “Welcome to the Device Driver Installation Wizard” appears indicating software drivers will
install. Click “Next.”

Device Driver Installation Wizard

Welcome to the Device Driver
é\ Installation Wizard!

~§

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next.

Cancel

17. The following screen appears indicating the drivers are installing.

Device Driver Installation Wiza

The drivers are now installing. ..

= =/

Please wait while the drivers install. This may take some time to complete.

Mest = Cancel
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18. The following screen appears indicating the drivers successfully installed on the computer. Click
“Finish.”

Device Driver Installation Wizard

Completing the Device Driver
Installation Wizard

The drivers were successfully installed on this computer

You can now connect your device to this computer. if your device
came with instructions, please read them first

Driver Name Status

\/ FTDI CDM Driver Packa... Readyto use
\/ FTDI CDM Driver Packa... Readyto use

Cancel

19. The “Welcome to the Device Driver Installation Wizard” appears indicating software drivers will
install. Click “Next.”

Device Driver Installation Wizard

Welcome to the Device Driver
Installation Wizard!

5

This wizard helps you install the software drivers that some
computers devices need in order to work.

To cortinue, click Next.

Cancel
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20. The following screen appears indicating the drivers are installing.

r—

The drivers are now installing...

3
~ -

Please wait while the drivers install. This may take some time to complete.

= Back Mesd = l

21. The following message appears asking if you would like to install the device software. Click “Install.”
When the message re-appears, click “Install” again.

[5Z] Windows Security

Would you like to install this device software?

Mame: Lumenera Imaging devices
ﬂa!'-ﬁ Publisher: Lurnenera Corporation

[T Always trust software from "Lurmenera ( Install )| Don'tlnstall

Corporation”,

@ You should only install driver software from publishers you trust. How can I decide which
device software is safe to install?
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22. The following screen appears indicating the Lumenera camera drivers successfully installed. Click
“Finish.”

Device Driver Installation Wizard

Completing the Device Driver
"é\ Installation Wizard

N

The drivers were successfully installed on this computer.

You can now connect your device to this computer. if your device
came with instructions, please read them first.

Driver Name Status

v Lumenera (uldr092) Ima... Readyto use
' Lumenera (vidrd5) Imag... Readyto use

Cancel

23. The “Welcome to the Device Driver Installation Wizard” appears indicating software drivers will
install. Click “Next.”

Device Driver Installation Wizard

e Welcome to the Device Driver
"? Installation Wizard!

3

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next.

Cancel
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24. As the drivers are installing, the following screen appears asking if you would like to install the
device software. Click “Install.”

+-| Windows Security

Would you like to install this device software?

. Mame: The Imaging Source Europe GmbH Imaging d...
=== Publisher: TheImaging Source Europe GrmbH

(&0
Albways trust software frem "The Imaging Source ‘m Don't Install
Europe GmbH". —

B & Youshould only install driver software from publishers you trust. How can I decide which device
software is safe to install?

25. The following screen appears indicating the drivers successfully installed. Click “Finish.”

Device Driver Installation Wizard

Completing the Device Driver
Q\ Installation Wizard

3§

The drivers were successfully installed on this computer.

You can now connect your device to this computer. If your device
came with instructions, please read them first.

Driver Name Status
\/ The Imaging Source Eur... Ready to use

Cancel
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26. The “Ready to Install” screen appears. Click “Install.”

15 Setup - Filter Package

Ready to Install
Setup is now ready to begin installing Filter Package on your computer.

Click Install to continue with the installation.

[ Install ] Cancel

27. The “InstallShield Wizard” appears indicating the LVS-95XX Static Verifier will install on your
computer. Click “Next.”

15 LVS 95XX Static Verifier - InstallShield Wizard H

Welcome to the InstallShield Wizard for LVS
95XX Static Verifier

The InstallShield(R) Wizard will allow you to modify, repair, or
remove LVS 95XX Static Verifier. To continue, click Next.

< Back Next > Cancel

VI‘
A4
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28. The wizard is ready to begin installation. Click “Install.”

Ready to Repair the Program

The wizard is ready to begin installation.

If you want to review or change any of your installation settings, click Back. Click Cancel to exit
the wizard.

Current Settings:

Setup Type:

Destination Folder:
C:\Program Files (x86)\LVS-95XX\

User Information:
Name: Windows User
Company:

InstallShield

29. The following screen appears indicating the LVS-95XX Static Verifier is installing.

Installing LVS 95XX Static Verifier

The program features you selected are being installed.

Please wait while the InstallShield Wizard installs LVS 95XX Static Verifier. This
may take several minutes.

Status:

Copying new files

TInstallShield
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30. The following screen appears when installation of the LVS-95XX Static Verifier is complete. Click
“Finish.”

1 LVS 95XX Static Verifier - InstallShield Wizard n

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed LVS 95XX Static
Verifier. Click Finish to exit the wizard.

< Back : Finish j Cancel
S ——— ™

31. The following message appears indicating the software and driver installation is complete. Click
“OK.”

Click Ok, Then Connect New Cameras

Software and driver installation is now complete. Click [OK] to
acknowledge this message first, and then connect any new cameras.

32. Using the supplied USB cable, insert one end of the USB cable into the computer’'s USB port; insert
the other end of the USB cable into the USB port on the LVS-95XX verifier.

IMPORTANT: The LVS-9570 must connect to a dedicated USB port on the computer; the
LVS-9570 cannot connect to an external USB Hub unless the Hub is externally powered.
Failure to comply with these rules results in abnormal contrast readings.
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Tip: A green light on the back of the LVS-9570 turns on after the LVS-95XX software is
installed.

33. Remove the Installation flash drive from the USB port.
34. Restart the computer.

IMPORTANT note for Windows® 7 64-bit operating systems: If the LVS-95XX software
does not automatically restart, right-click on the LVS-95XX desktop icon and select “Run as
administrator.” The LVS-95XX software then opens. This is a one-time step and is not
required the next time you log on to the LVS-95XX software.

Open
Troubleshoot compatibility

Open file location

Pin to Start Menu

35. The “Welcome” screen automatically appears if the software loaded correctly.

If the software did not load correctly, contact your Microscan Distributor or Microscan technical
support at +1.800.762.1149 or e-mail helpdesk@microscan.com.

B 1530 [SOVIEL Stmtic Verfier LI o ]
Welcome | Setp | Calibralion | Gradng |  Zoom | SRPView | Stucure | Archive

Frequently Asked
Questions (FAQ)

MICROSCAN.

LVS-95xx

ISO/IEC Static Verification System

Copyright (c) 2003-2016, Microscan Systems, Inc.

English j
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36. Click the “Setup” tab. The “Login” box appears. Enter “admin” (not case sensitive) in the “Operator
ID” field and “admin” (not case sensitive) in the “Password” field, and then click “OK.”

Welcome

CalibrationT Grading T Zoom TSRPViewI Structure T Archive

B3 Login ‘

Operator ID: |

Password: |

Reference:
{optional)

OK Cancel

37. Within the “Camera” section, select the desired camera. Your screen may look differently depending
on which cameras are being utilized.

Setup ] Calibration] Grading J Zoom l SRP Viewl Structure l Archive

Camera Grading mode Current information
@ Automatic Local Time: j27-Feb-2013 12:11
¢ Manual

GMT: [27-Feb-2013 17:11
Time Zone: [GMT -5

« Auto-sector

Application standards System Settings
[IsonEC 15416115416 v| Minimum passing score 20 [
= [~ Days before password expires n/a _‘_U _pJ
Configure available standards ‘ [ Minutes before auto logoff [nl—a [
- d [ Days before calibration needed n/a
I~ Override aperture <l
[ Allow non-ISO blemish to affect grade
. Metric Quiet zone processin:
Optional features & Off s 2
-0 [” QRCode >1X
- . 5 n
List of options (choose one):
]smgle sector verification (normal) :l Reference: _] Additional reference:
v
Optional Features Activation I DDy RS O TopOITe: [ Confim at print
Ch ange password ’ Setup operators Product lookup lgll':"ni:::l‘::\

38. Installation is complete. The system you are using must now be calibrated. Read the information
below for next steps.

e LVS-9570 Systems: Calibration steps are outlined in the following guides:

o “LVS-9570 Operating Instructions” guide (see “LVS-95XX Software Steps” section).
This manual is located on the Installation USB flash drive and on the flash drive
supplied with your LVS-9570 system.
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o “LVS-95XX Series Barcode Quality Station Operations Manual” (see “Calibration
Tab” section). This manual is located on the Installation flash drive supplied with
your system.

e LVS-9580 Systems: Calibration steps are outlined in the following guides:

o “LVS-9580 Operating Instructions” guide (see “LVS-95XX Software Steps” section).
This manual is located on the Installation flash drive supplied with your LVS-9580
system.

o “LVS-95XX Series Barcode Quality Station Operations Manual” (see “Calibration
Tab” section). This manual is located on the Installation flash drive supplied with
your system.

e LVS-9510 Systems: Calibration steps are outlined in the “LVS-95XX Series Barcode Quality
Station Operations Manual” (see “Calibration Tab” section). This manual is located on the
Installation flash drive supplied with your system.
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Appendix A: LVS-9510 Auxiliary Readhead Installation
Steps

Follow the steps below to install an LVS-9510 Auxiliary Readhead.

The customer-supplied computer connecting to the 5.0 MP Auxiliary Readhead must be running LVS-95XX

software version 3.0.8 or higher.

Installation Checklist

Ensure the following items arrived in your shipping carton. Contact your Microscan sales representative if
any items are missing.

e Auxiliary Readhead

e USB cable

e Power cord (for North American shipments only)

e Power supply (requires localized power cord for shipments outside North America)

o “LVS-95XX Series Software Installation Guide” (this document)

e Calibrated Conformance Test Card (Microscan calibrates the Auxiliary Readhead prior to shipment)

IMPORTANT: The Auxiliary Readhead arrives to your site packaged in a specially designed
shipping carton. DO NOT discard this shipping carton in case you must ship or store the
system for any reason. Failure to use this carton when returning your product to Microscan
will void warranty.

Installation Steps

1. Place the Auxiliary Readhead on a flat surface away from strong overhead lights or sunlight.

2. Locate the power cord. Plug one end of the power cord into the power supply; plug the other end of the
power cord into a power outlet.

3. Plug the power supply cable into the Auxiliary Readhead (located on right side panel).

4. Locate the USB cable. Insert one end of the cable into the USB port on the right side panel of the
Auxiliary Readhead (USB port must be USB 2.0 compliant); plug the other end into the computer's USB
port.

5. Turn on the LED light switch located on the right side panel of the Auxiliary Readhead.

IMPORTANT: Avoid looking directly into the lights. If you need to examine the lights, or look
at any component near the lights, be sure to first turn off the lights.

6. Installation of the Auxiliary Readhead is complete. Auxiliary Readhead cameras are identified on the
Setup tab within the Camera section.

Welcome Setup | Calibration | Grading Zoom SRP View | Structure Archive
Camera Grading mode Current information
Off —c Automatic | acal Tima: 02-Anr-201312:44

« #1 (5.5MP) «— #1 (5.5MP) and #2 (5.5MP) represent Auxiliary

#2 (5.5MP) «— Readhead cameras.
9580

LVS-95XX Series Software Installation Guide Page 46 of 46



