*SMaJ2s a3
03 @nbu03 Jo (sq|-ul 6°7) WN €€ Yum bulysiuy ‘uoiejjesul
Burinp mopuim ayy buidiem 1o bupjdead ploAe 03 sidu
-102 9Y3 03 IN0 pue d9pIs 03 apIs wody ‘Ajjenpesb uaybil
*9sed ay3 ojul Ajpybi wayl mauds pue (¢) Jauielad
MOpUIM 3U3 03Ul (T) SMJJS Jauje}a] MOPUIM XIS Y3 Hasu]
'9sed

9y3 Ul @S0Y3 yym dn aul| S3|0Y 2Y3 pue ssadaJd ay3 ul sys
MOPUIM 343 3BY3 0S JIun ayj ojuo () Ajlqwasse Jaulejad
MOpUIM M3U ay3 aoe|d ‘mopuim ay3 buiysnol Inoudip
‘Alquiasse Jaujelal

MOpUIM 33 JO S9pIs Yyloq wods d1inse|d aAndajoad anoway
‘|]2aqe| uedS0Idl|y

ay3 03 49sopd dij ay3 uo si (4apea] Inoj|ed £# auy3 buiyonol
auo ay]) abpa 4abue| ayj 1ey) 0s pauoinsod aq pjhoys 193
-seb oy "sso2ad mopuim ayj ul (£) 19xseb mau ayj aoe|d

Jlun ayj apisul paddoup
sI buiyzou Jeyz auns bupjew ‘yun ayy wody (£) 19seb ayy
pue () Alquasse Jauieial MOpUIM 343 dA0OWJ Ajjnjaie)

MICROSCAN
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WINDOW REPLACEMENT

MS-890 Scanner

Window Replacement Instructions

Note: The window is affixed to the window retainer assembly and is
replaced as a unit. You can use the existing screws or not, but you
should always use the new gasket included in the kit.

1. Turn off power (if connected).

Place scanner flat on a table as shown below and remove
the six window retainer screws (1).
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