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Quality Control Operating Instructions 
1. Double-click the “LVS QC” icon located on the computer designated as the Quality Control (QC) terminal. 

A screen appears that contains all jobs needing review by Quality Control (see below).  

 

 
 

2. To review or overwrite barcodes that have already been Quality Controlled, double-click on the text below 
the table highlighted in yellow (see “A” above).   

3. Double-click on a barcode and then enter your Operator ID and Password. 

4. When the “Confirm Copy Files” message appears, click “OK.” 

 

5. The CSV File Viewer page appears, which is a log of all the labels run on the system (see below).       
See the table on the next page for button descriptions.   

 

 

 

A 
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BUTTON DESCRIPTION 

Previous Error and Next 
Error  

Allows you to view errors.  

Previous Warning and 
Next Warning  

Allows you to view warnings. 

Summary Report Allows you to view a summary of the activity. 

Print errors Allows you to print the errors. 

Print all  Allows you to print all the items in the list. 

Exit Allows you to exit the system.  After exiting, a window appears indicating if 
you would like to leave notes for the Operator. If “Yes” is selected, 
Notepad opens allowing you to enter notes. 



LVS Quality Control Process Operations Manual Version 5.6.X 

LVS Quality Control Process Operations Manual Version 5.6.X Page 6 of 9 

Reviewing Errors 
1. Errors are highlighted in red (see below). To review the error, double-click on the error displayed in red.

2. The “QC File Viewer” page appears (see below).

3. Perform the desired error function (see the next section entitled “Error Functions” for error function
descriptions).

4. Click “Exit” when the job has been successfully completed.

5. Click “Yes” when a window appears asking if you wish to save all of your changes.

Thumbnail images of:  

 Golden view – how the
golden image should
appear.

 Toggle view – Toggled
view of the Golden image
and actual image.

 Actual view – A view of the
actual error.

Actual image  
of label(s). 

If multiple errors are present, each error on the repeat 
(all labels in a row) is represented by a letter. Each error 
can be viewed individually by clicking on the error 
(letter).  

Errors are displayed in red.  
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6. A message appears asking if you want to leave notes for the operator. Clicking “Yes” opens a text file
where notes can be entered and connected to the job for the LVS® RIMS operator.

7. After notes are entered, close the .txt file and save the file when prompted; the Job is complete.
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Error Functions 
Mark an error for Removal / Replacement 
To have an error marked for removal/replacement, click the “Next error” button; the error will stop during the 
LVS® RIMS application. 
 

Accept Marked Errors 
To accept marked errors, click the “Accept” button to accept the error. After clicking the button, the label sector 
appears in yellow (see “A” below). If any of the individual errors of a repeat/label are not accepted, the web stops 
at that label for removal/replacement. Note: Click the “Undo Accept” button to undo the changes.   
 

 
 

 

Accept All Individual Errors on a Single Label 
If all of the individual errors on a single label are acceptable, highlight the (a) box; press the “Shift” key; and then 
click the remaining boxes (b, c, d, etc.) so that all boxes are highlighted in blue. Next, click the “Accept” button to 
accept all of the highlighted errors. 

Splice Out Errors 
1. Click the “Splice from here” button; the line turns pink indicating a splice is requested (see below).  

 

 
 
 
 
 

A 

Splice From Here 
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2. Click on the line where you want to splice to end, and then click the “Splice to here” button (Figure 1).
Good labels can be spliced out with bad labels, but no images of the good labels will appear (Figure 2).

 

Figure 2:  Good label selected (no picture available) 

Splice To Here 

Figure 1 


